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Page vi,  INTRODUCTION 

Add th e follow ing paragraph  at th e end of th e page: 
 

"Som e bridge ow ners are collecting bridge condition ratings for  item s included 
in th is Guide (Item s 58-Deck , 59 -Superstructure, 60-Substructure, and 62-
Culvert) us ing th e Am erican Association of H igh w ay and Transportation 
Officials' (AASH TO) Guide for Com m only Recognized (CoRe) Structural 
Elem ents.  CoRe elem ent inspection ratings provide detailed condition 
as s e s sm ents th at can serve as input into a com preh ensive bridge m anagem ent 
system  (BMS).  Th e FH W A  h as provided bridge ow ners w ith  a com puter 
program  for translating bridge condition data in th e CoRe elem ent form at to 
National Bridge Inventory (NBI) condition ratings for th e purpose of NBI data 
subm ittal to FH WA .  Th e purpose of th e program  is  to perm it bridge inspectors 
to record condition inform ation in a form at th at satisfies both  BMS and NBI 
data collection re quirem ents." 
 

Page x,  DEFINITION OF TERMS 
Add th e follow ing definition at th e end of th e page: 

 
"(s)) Com m only recognized (CoRe) Structural Elem ents.)  A group of structural 
elem ents endorsed by AASH TO  as a m eans of providing a uniform  bas is  for 
data collection for any bridge m anagem ent system , to enable th e s h aring of data 
betw een States, and to allow  for a uniform  translation of data to NBI Item s 58, 
59 , 60, and 62." 

 
Page 6  Item  6B, Critical Facility Indicator, w ill no longer be coded.  Blank  space w ill 

be inserted in its place. 
 
Page 12 Item  21 and Item  22 - Th e follow ing additional codes w ill be added to th e list of 

m aintenance re spons ibility and ow ner codes: 
61 - Indian Tribal Governm ent 
72 - Air Force 
73 - Navy/Marines 
74 - Arm y 
75 - NASA 
76 - Metropolitan W ash ington Airports Service 
 

Page 16: Item  32 - Approach  R oadw ay W idth , th e exam ple on th e title line s h ould be 
(XXX.X m eters).  On th e first line of text it s h ould read ACode a 4-digit num ber 
. . .@.  



 
Page 17 Item  32 - Approach  R oadw ay W idth , in th e exam ples th e colum n s h ow ing th e 

coding s h ould read from  top to bottom  0078, 0162, 0450, and 0288. 
 
Page 22 Item  39  - Navigation Vertical Clearance, th e exam ple on th e title line s h ould be 

(XXX.X m eters).  On th e 4th  line of text it s h ould read A. . . as a 4-digit 
num ber . . .@.  In th e exam ples th e colum n s h ow ing th e coding s h ould read 
from  top to bottom : 0500, 0206, and 0242. 

 
Page 22 Item  40 - Navigation H orizontal Clearance, th e exam ple on th e title line s h ould 

be (XXXX.X m eters).  On th e 6th  line of text it s h ould read A. . . as a 5-digit 
num ber . . .@.  In th e Exam ples th e colum n s h ow ing th e coding s h ould read 
from  top to bottom : 00535, 009 50, and 02020. 

 
Page 37 Item s 58 th rough  62 -  Add th e follow ing sentence to th e first paragraph : 

"Th e use of th e AASH TO  Guide for Com m only Recognized (CoRe) Structural   
Elem ents is  an acceptable alternative to us ing th e s e rating guidelines for Item s 

58,  
59 , 60 and 62, provided th e FH WA  translator com puter program  is used to  
Convert th e inspection data to NBI condition ratings for NBI data subm ittal." 
 

Page 63 Item  9 2C - Oth er Special Inspection, Guideline for m axim um  allow able interval 
betw een inspections w ill be ch anged to 60 m onth s. 

 
Page 67         Item  100 - STRAH NET H igh w ay Des ignation,  Th e coding for th is  item  is  
                     ch anged to th e follow ing: 
 
         Code        Description 

 
           0 The inventory route is not a STRAHNET route. 
 
           1 The inventory route in on a Interstate STRAHNET 
  route. 
  

2 The inventory route is on a Non-Interstate  
 STRAHNET route. 

 
3 The inventory route is on a STRAHNET connector  
          route. 

 
 
 
Page 77 Item  116 - M inim um  Navigation Vertical Clearance, Vertical Lift Bridge, th e 

exam ple on th e title line s h ould be (XXX.X m eters).  On th e 1st line of text it 
s h ould read A. . . code a 4-digit num ber . . .@.  In th e exam ples th e colum n 
s h ow ing th e coding s h ould read from  top to bottom : 0106, and 0242. 

 
 
 



Page B-5 For th e com putation of "Y" (W idth  / Lane)  th e follow ing w ill be added: 
 

Y (W idth  / Lane) = Item  51 (Bridge Rdw y. W idth ) * 
                               First 2 digits of #28 (Lanes) 

 
*A value of 10.9  m eters w ill be substituted w h en item  51 is  coded "0000"  
or not num eric 

 
Page D-1 Definition of Item s s h ould read Definition of Term s@. 
 
Page D-1 Under Definition of Term s item  (b) s h ould read ACulvert.@ 
 
Page D-1 Under Definition of Term s item  (i) s h ould read AStrategic H igh w ay Corridor 

Netw ork  (STRAH NET).  Replaces  Defense Item s, w h ich  w ere dropped.@ 
 
Page E-1 For Item  No. 2 th e Item  Nam e s h ould read AH igh w ay Agency District@. 
 
Page E-1 For Item  No. 11 th e Item  Nam e s h ould read AKilom eter Point@. 
 
Page E-4 For Item  No. 116 th e Item  Position s h ould read A386 - 389 " and th e Item  

Length /Type sh ould read A4/N@. 
 
Page E-4 ---W ash ington H eadquarters Use Item  Position s h ould read A39 0 - 427". 
 
 
 
 


